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The authors present a review on the recent approaches proposed to implement transversal RF filters. Diﬀerent tunable transversal
filters consisting of wavelength tunable optical taps and those employing the tunability of dispersive devices are presented showing
their high-performance characteristics. A comprehensive review of the fundamentals and a discussion on the main limitation of
these structures are also included.
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1. INTRODUCTION
Over the last 25 years microwave photonics has been a
discipline under constant active research because of the
unique properties that photonic devices and systems bring
to the generation, transport, processing, and detection of mi-
crowave and millimeter wave signals [1].
The possibility of using photonic devices to implement
flexible filters for microwave and radiofrequency (RF) signals
with larger bandwidth is one of the applications that first at-
tracted the interest of the researchers [2, 3, 4, 5, 6] since tra-
ditional approaches for RF signal processing are fraught with
the electronic bottleneck [2] and other sources of degradation
as electromagnetic interference (EMI) and frequency depen-
dent losses.
An interesting approach to overcome the above limita-
tions involves the use of photonics technology and espe-
cially fiber and integrated photonic devices and circuits to
perform the required signal processing tasks of RF signals
conveyed by an optical carrier directly in the optical do-
main. The discrete-time optical processing of microwave sig-
nals (DOPMS) approach is shown in Figure 1. The RF-to-
optical conversion is achieved by direct (or externally) mod-
ulating a laser. The RF signal is conveyed by an optical car-
rier and the composite signal is fed to a photonic circuit that
samples the signal in the time domain, weights the samples,
and combines them using optical delay lines and other pho-
tonic elements. At the output(s) the resulting signal(s) are
optical-to-RF converted by means of an/various optical re-
ceiver(s).



















Figure 1: Discrete-time optical processing approach.
The DOPMS approach is of interest, for example, in
radio-over-fiber systems, both for channel rejection and
channel selection applications [7]. Another application ex-
ample is for noise suppression and channel interference mit-
igation in the front-end stage after the receiving antenna of
a UMTS base station prior to a highly selective SAW filter
[8, 9]. Photonic filters for RF signals can also be of interest for
applications where lightweight is a prime concern, for exam-
ple, analog notch filters are also needed to achieve cochan-
nel interference suppression in digital satellite communica-
tions systems [71]. Moreover, in moving target identification
(MTI) radar systems [11] the filtering of clutter and noise
(the unwanted signals) is performed using a digital notch fil-
ter placed after frequency downconversion to baseband and
analog-to-digital (ADC) conversion.
Research contributions within this area extend over the
last 25 years starting with the seminal paper of Wilner and
Van den Heuvel [3] who noted that the low-loss and high-
modulation bandwidth of optical fibers made then an ideal
candidate as a broadband delay line. Several contributions
during the 70s addressed experimental work on DOPMS us-
ing multimode fibers [4, 5]. An intensive theoretical and
experimental research work on incoherent DOPMS using
single-mode fiber delay lines was carried by researchers at
the University of Stanford during the period between 1980
and 1990. Multiple configurations, applications, and poten-
tial limitations of these structures were considered and the
main results can be found summarized in [2, 6]. However,
the DOPMS demonstrated serious limitations arising from
losses and lack of reconfiguration since the technology sta-
tus regarding optical fiber and integrated components was at
the time at its infancy. The advent of the optical amplifier at
the end of the 80s and the development of optical compo-
nents (variable couplers, modulators, electro-optic switches)
and specific purpose instrumentation fuelled the activity to-
wards more flexible structures employing these components
[12, 13, 14, 15, 16, 17, 18, 19, 20, 21, 22, 23, 24, 25, 26, 27,
28, 29, 30, 31, 32, 33]. Nevertheless, the availability of novel
components, such as the fiber Bragg grating (FBG) and the
arrayed waveguide grating (AWG) has opened a new perspec-
tive towards the implementation of fully reconfigurable and
tunable DOPMS [34, 35, 36, 37, 38, 39, 40, 41, 42, 43, 44, 45,
46, 47, 48, 49, 50, 51, 52, 53, 54, 55, 56, 57, 58, 59, 60, 61, 62].
In this paper, we present the recent advances in photonic
processing of radiofrequency signals, focusing on diﬀerent
alternatives for implementing transversal filters. The outline
of this paper is as follows. In Section 2 we describe the fun-
damental concepts and limitations related to the photonic RF
processors, paying special attention to incoherent signal pro-
cessing techniques. Section 3 reviews the recent advances in
the implementation of DOPMS from a structural point of
view. We discuss diﬀerent alternatives for two main consoli-
dated technical approaches towards the practical implemen-
tation of transversal filters. The first one corresponds to tun-
able transversal filters consisting of wavelength tunable op-
tical taps, whereas the second one employs the tunability of
dispersive devices. In the former one, we include the eﬀorts
made so far to overcome the limitations in incoherent filters
imposed by the positive nature of their coeﬃcients. Finally, a
summary and conclusions are presented in Section 4.
2. FUNDAMENTAL CONCEPTS AND LIMITATIONS
2.1. Fundamental concepts
Any filter implemented using DOPMS tries to provide a sys-









where z−1 represents the basic delay between samples and
ar , bk the filter coeﬃcients which are implemented by op-
tical components. The numerator represents the finite im-
pulse part (i.e., nonrecursive or FIR) of the system function,
whereas the denominator accounts for the infinite impulse
part (i.e., recursive or FIR) of the system function. N and
M stand for the order of the FIR and IIR parts, respectively.
If bk = 0 for all k, filter is nonrecursive and is also known
as transversal filter. Otherwise the filter is recursive and it
is common to use the term recirculating delay line. Figure 2
shows how (1) is implemented for anN-tap transversal inco-
herent filter using a single optical source. The optical carrier
is amplitude-modulated by an RF signal. Once the optical-
modulated signal is tapped, each tap is diﬀerently delayed
and weighted. After combining the samples, the receiver gets




















































Figure 2: Implementation layout of an N-tap incoherent transversal filter using a single optical source.
the sum of diﬀerently delayed samples in order to give the
system response shown in the inset of Figure 2. The end-to-
end (electrical) impulse response corresponding to this situ-




arδ(t − rT), (2)
which convolved with the input RF signal si(t) yielding the




arsi(t − rT). (3)
Similar expressions to (2) and (3) apply for IIR or recir-
culating delay line filters with N →∞.
According to (2) and (3) the standard electrical/optical
impulsive response of the optical processor is represented by
an equally time-spaced (T) pulse train where pulses imple-
ment the filter taps. If all the samples have the same ampli-
tude, the filter is called uniform; if the samples have diﬀer-
ent amplitudes, the filter is termed as apodized or windowed
[63]. The electrical frequency responseH(Ω) of such a struc-






− jrΩT . (4)
The above expression identifies a transfer function with
a periodic spectral characteristic (see inset of Figure 2). The
frequency period is known as the filter free spectral range
or FSR which is inversely proportional to the time spacing
T between adjacent samples in the impulse response. The
resonance full-width half-maximum is denoted as ∆ΩFWHM.





The value of theQ factor is related to the number of sam-
ples (taps) used to implement it. If the number of taps is high
(greater than 10), Q factor can be approximated for uniform
filters by the number of taps Q ∼= N . This relation can be
slightly corrected (Q < N) for apodized filters [63].
As shown in Figure 2, the implementation of the DOPMS
requires specific optical components to provide (a) signal
tapping, (b) optical delay lines, (c) optical weights, and (d)
optical signal combination, as detailed in Table 1.
Some further definitions are now introduced to complete
our general description of these filters.
Coherent and incoherent operation regime
The multiple optical contributions carrying the RF signal are
mixed at the detector end of the structure under two diﬀer-
ent regimes. The former regime is verified when the light
arising from each tap of the filter has a deterministic opti-
cal phase relationship with the rest at the input of the pho-
todetector. In this case, the optical power-to-electric current
conversion operation at the photodetector generates an in-
terference term. This situation can only take place when a
single optical source is employed and its “coherence time”
τc is much longer than the time delay T between adjacent
samples or taps of the optical. Under coherent regime op-
eration, the optical phase of the taps plays a predominant
role in the overall time and frequency response of the pro-
cessor, and filters with negative and complex coeﬃcients can
be implemented. On the other hand, since the filter opera-
tion relies on optical interferences, any slight change in the
propagation characteristics of any part of the optical proces-
sor drastically aﬀects the filter response and its properties.
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Table 1: Components needed in a DOPMS.
Function Components
Signal tapping 2 × 2 and 1×N , N × 1 star couplers
Optical signal combination 2× 2 and 1×N , N × 1 star couplers
Optical weights
Variable 2× 2 couplers, optical amplifiers (both EDFAs and SOAs),
electro-optic and electroabsorption modulators
Optical delay lines Standard, high-dispersion single-mode fiber coils and fiber Bragg gratings
This circumstance constitutes a very serious practical lim-
itation for the implementation of these filters since a very
stable platform and considerable electronic feedback loops
must be provided for successful operation. The incoherent
regime is due to completely random optical phase relation-
ship between the filter taps (i.e., limited source coherence
time, τc  T). The interference is lost and the optical power
at the photodetector input is the sum of the optical powers
of the filter samples. In this case the filter structure is free
from environmental eﬀects and thus is very stable and its per-
formance is quite repeatable. The main drawback of this ap-
proach is that filter coeﬃcients can only be positive in princi-
ple and this leads to a serious limitation of the range of trans-
fer functions that can be implemented. Fortunately, there are
solutions available for the implementation of incoherent fil-
ters with negative coeﬃcients and these will be presented in
a following section.
Filter tunability
This property makes reference to the possibility to tune the
RF bandpass position in a suﬃciently fast way. Tunability can
be achieved either in a step by step or in a continuous way,
and is a key feature required for high-performance flexible
filters. In order to tune the RF response of the filter, the FSR
has to be modified and therefore also the basic time delay T
between samples or taps. The techniques to produce a true
time delay can be classified as follows.
(i) Wavelength tuning of one or multiple sources combined
with dispersive optical devices. This technique takes ad-
vantage of currently available modern tunable sources.
The dispersive devices can be standard fiber, high dis-
persive (dispersion compensating) fiber, and linearly
chirped fiber Bragg gratings (LCFBG). It can provide
continuous or step tunability at high speed, limited
by the tuning speed of the sources (depending on the
tunable source technology from 100 nanoseconds to
greater than 100milliseconds).
(ii) Fixed wavelength multiple sources or sliced broadband
sources combined with tunable dispersive devices. This
approach is based on the utilization of novel devices
with tunable dispersion properties as special chirped
FBGs with actuators to change their dispersion prop-
erties. It can provide continuous and step tunability,
but in this case the time and accuracy to perform a
dispersion change on the Fiber device is not so well
controlled (100milliseconds –1 second). Discrete tun-
ability can be achieved by using switched delay lines
since diﬀerent paths providing diﬀerent basic propa-
gation delays can be chosen by means of an optical
space switch. Only step by step tunability is allowed,
and the tuning speed is limited by the switching time
(1–10milliseconds).
Filter reconfiguration
This property makes reference to the possibility of chang-
ing dynamically the amplitudes of the filter taps (ak, br co-
eﬃcients) to reshape its spectral response: the weighting or
apodization of the amplitude of the filter taps is also a fun-
damental aspect to ensure enough rejection of the avoided
bands. The uniform tap apodization (equal amplitude of the
taps) provides a rejection ratio or main-to-secondary lobe
ratio (MSLR) that increases linearly with the number of taps.
This can be insuﬃcient for certain applications. Diﬀerent
apodization functions have been demonstrated for MSLR
improvement, either by adjusting the power of the optical
sources or by controlling the attenuation/gain suﬀered by the
taps when they travel through the optical processor.
2.2. Limitations
DOPMS must overcome a series of potential limitations
prior to their practical realization as pointed out in previous
papers. The main limitations arise from the following.
Source coherence
The source(s) spectral characteristics must be carefully cho-
sen attending to the desired working regime. While coherent
operation provides the possibility of implementing any kind
of desired transfer function, these structures are very sensi-
tive to environmental conditions [4]. Thus in the majority
of cases, incoherent operation is employed since the filters
are very compact and robust. Yet coherent eﬀects can appear
even under incoherent operation. These undesirable coher-
ent eﬀects may be overcome, for instance, by the use of bir-
refringent fiber delay lines [64].
Polarization
Polarization eﬀects are mainly important under coherent op-
eration [4]. However, it has been outlined and experimen-
tally demonstrated that even under incoherent operation, the
filter can be sensitive to signal polarization [65]. The main
cause for this apparent contradiction is that some signal sam-
ples experience exactly the same delay within the filter lead-
ing to coherent interference between them even if a broad-
band source is employed [65]. Also, when using laser sources
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and external modulators, care must be taken to adjust the
source polarization to that required by the modulator. The
use of polarization preserving fiber pigtails at the modulator
input helps to overcome this limitation.
Positive coefficients
Filters working under incoherent regime are linear in optical
intensity, thus the coeﬃcients of their impulse responses are
always positive. This has two important implications as de-
rived from the theory of positive systems [5]. The first one
and more important is that the range of transfer functions
that can be implemented is quite limited. The second one is
that regardless of its spectral period, the transfer function al-
ways has a resonance place at baseband. This is not a serious
limitation since a DC blocking filter can be inserted at the
optical receiver output. Nevertheless, incoherent filters with
negative coeﬃcients can be implemented by means of diﬀer-
ential detection [5, 21] and cross-gain modulation in an SOA
[66] and other recently developed techniques which are fur-
ther discussed in Section 4.
Limited spectral period or free spectral range
DOPMSs are periodic in spectrum since they sample the in-
put signal at a time rate given by T . Thus the spectral period
or FSR is given by 1/T . If the DOPMS is fed by only one opti-
cal source, then the source coherence time (which is inversely
related to the source linewidth) limits the maximum (mini-
mum) value of the attainable FSR under incoherent (coher-
ent) operation. To overcome this limitation, it has been pro-
posed to feed the DOPMSs with source arrays [65].
Noise
As far as the optical source is concerned, passive DOPMSs be-
have as frequency discriminators and thus convert the opti-
cal source phase noise into intensity noise which materializes
into RF baseband noise at the filter output [67, 68, 69, 70, 71,
72]. This conversion is dependent on the operation regime.
For incoherent operation, the noise is periodic in spectrum
showing notches at zero frequency and multiples of the filter
FSR. Under active operation (i.e., when incorporating opti-
cal amplifiers) new RF noise sources appear as a direct con-
sequence of the beating between the signal and the sponta-
neous emission [71, 72]. It has been proved however, that the
converted phase noise is still the dominant noise source [72].
The use of source arrays to feed the DOPMS is an attractive
solution to overcome noise limitations [58]. This is due to
the fact that signals recombining at the photodetector at dif-
ferent wavelengths will generate the intensity noise centered
at the frequency resulting from the beats of the optical carri-
ers. Since these have very high values, they will be filtered out
by the receiver.
Reconfigurability
As defined previously, this property refers to the possibility
to dynamically change the values of ar and bk in (1). Passive
structures are incapable of this feature. Several solutions have
been proposed to overcome this limitation including the use
of optical amplifiers [7, 8, 9], modulators [10, 34, 35], fiber
gratings, and laser arrays [56, 57, 58, 59, 60].
Tunability
As defined previously, this property refers to the possibil-
ity to dynamically change the position of filter resonances
or notches. To provide tunability, it is necessary to alter the
value of the sampling period T . Solutions that include the
use of switched fiber delay lines, fiber Bragg gratings, or other
tunable tap schemes have been proposed, as will be described
below.
3. HIGH-PERFORMANCE INCOHERENT FILTERS
3.1. Transversal filters based on the optical tap
wavelength tunability
3.1.1. Positive coefficient transversal filter
High-performance and programmable RF transversal filters
can be obtained employing both LCFBGs or fiber coils as
dispersive media in combination with an array of optical
sources [56, 57, 58, 59]. The layout of the filter for a spe-
cific case of a laser array of 5 elements is shown in Figure 3,
although in general it is composed of N sources. The advan-
tage of using a laser array to feed the delay line is twofold. On
one hand, the wavelengths of the lasers can be independently
adjusted. Thus spectrally equally spaced signals representing
RF signal samples can be fed to the fiber grating suﬀering dif-
ferent delays, but keeping constant the incremental delay T
between two adjacent wavelengths emitted by the array if the
delay line is implemented bymeans of a linearly chirped fiber
grating. This means, for instance, and referring to Figure 3b,
that the delay between the signals at λ1 and λ2, λ3, λ4, λ5, . . . ,
λN is, respectively, T , 2T , 3T , 4T , and (N − 1)T . Hence the
configuration can act as a transversal filter, where the basic
delay is given by T . Furthermore, T can be changed by proper
tuning of the central wavelengths emitted by the laser array.
Thus, this structure provides the potential for implementing
tunable positive coeﬃcient RF filters.
The second advantage stems from the fact that the output
powers of the lasers can be adjusted independently at high
speed. This means that the time impulse response of the filter
can be apodized or in other words, temporal windowing can
be easily implemented and therefore the filter transfer func-
tion can be reconfigured at high speed. We have experimen-
tally succeeded in the demonstration of both tunability and
reconfigurability. For instance, Figure 4 shows the results of
the samples of the five-stage uniform filter where weights are
given by a truncated Gaussian window. The upper trace in
Figure 4a, shows the spectrum corresponding to the uniform
filter (i.e., unapodized) where the normalized output powers
from the lasers in the array are [1 1 1 1 1]. The interme-
diate trace corresponds to a five-stage Gaussian windowed
filter where the normalized output powers from the lasers
in the array are given by [0.46 0.81 1 0.81 0.46]. Figure 4b
demonstrates the resonance tunability, increasing the reso-
nance position from approximately 2GHz up to 4GHz (i.e.,
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Figure 3: Architecture of a tunable and reconfigurable RF photonic filter using a laser array and a linearly chirped fiber Bragg grating.
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Figure 4: Results of the architecture using a laser array and an LCFBG. (a) The upper trace: uniform filter (i.e., unapodized) output powers
from the lasers in the array are [1 1 1 1 1]. The intermediate trace: five-stage Gaussian windowed filter where the normalized output powers
are [0.46 0.81 1 0.81 0.46]. (b) Resonance tunability, resonance position from approximately 2GHz up to 4GHz, and details of the CSE are
demonstrated.
reducing in a factor of two the wavelength separation). In ad-
dition, this figure shows the carrier suppression eﬀect (CSE)
suﬀered by the second resonance in this specific case of dis-
persive media and wavelength spacing.
An additional advantage of employing laser arrays is the
possibility of exploiting WDM techniques for parallel signal
processing [60]. The possibility of implementing a bank of
parallel transversal filters is feasible by extending the concept
of a single fiber-optic RF transversal filter based on multi-
ple linearly chirped fiber Bragg gratings and dispersive ele-
ments into the implementation of a bank of transversal fil-
ters, by means of utilizing wavelength division multiplexing
techniques. This technique allows for the simultaneous pro-
cessing of a single RF signal by various filters.

































Figure 5: Setup of the flexible uniform FBG-based RF filter. Inset: spectral position of the reflectivity peaks (filter taps) when the fiber is
stretched.
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Figure 6: Tunability of the RF-filters. Experimental (solid line: filter
1, dashed line: filter 2) and calculated (dotted line: filter 1, dash-
dotted line: filter 2) filter response versus RF signal frequency with
diﬀerent spectral spacing between taps.
A high-performance and continuously tunable positive
coeﬃcient RF filter with larger FSR tuning range, low-cost
and simple tuning scheme was presented in [35]. This filter
consists of a broadband optical source, that is, a superelec-
troluminescent diode, SLED, and uniform fiber Bragg grat-
ings as filtering elements. This tunable approach was previ-
ously demonstrated to provide a simple tunable notch filter
where the broadband optical source was sliced by means of
only two FBGs, which can be tuned by means of a strain ap-
plication stage [34]. The output light of the source is driven
to the FBG through an optical circulator, and therefore, the
reflected signal will be driven to the rest of the system. The
uniform FBGs are 5 cm long, written in a series configura-
tion as shown in Figure 5, and they will be stretched to tune
the reflection bandwidth, initially centered at λinit. Since the
central optical frequency, ωN , of diﬀerent gratings must be
equidistant [35], each grating must be stretched over a dif-
ferent fiber length, LN = L/N , so the total device length is
determined by the number of optical taps.
The device employs identical Bragg gratings whose ini-
tial responses, λinitN , have been tuned by tension before glu-
ing the gratings on the mechanical stage. One of the grat-
ings is not glued on the stage but the others are glued over
a fiber length given by N = 0, not stretched, L1 = 21 cm,
L2 = 10.5 cm, and L3 = 7 cm. The inset of Figure 5 shows
the wavelength tunability of all four optical taps correspond-
ing to reflected signals by the gratings when diﬀerent elonga-
tions are applied. The lowest wavelength is kept constant (the
grating is not stretched, so λ0 = λinit0 ) and the others show a
linear behaviour, in such a way all of them are equidistant for
diﬀerent elongations.
Figure 6 shows the measured RF-transfer function of two
filters corresponding to optical tap spectral spacing of 1.20
and 0.65 nm and a fiber length of 23 km as the dispersive
element, together with the theoretical calculation. The filter
FSRs were 2.19 and 4.05GHz, respectively, although the FSR
tuning range was demonstrated to be 1–6GHz.














Figure 7: System configuration for reconfigurable sidelobe suppression.
A similar configuration for a 4-tap filter where the grat-
ings are written in a parallel configuration to achieve large
sidelobe suppression by weighting the taps was also proposed
in [35]. Figure 7 shows the new configuration of the grat-
ings, which will show large flexibility in the implementation
of the filters with the only drawback of larger optical losses,
which will be compensated by the optical amplifier. The grat-
ings are written in diﬀerent arms of a 4 × 4 optical coupler
and will be glued onto the mechanical stage over diﬀerent
fiber lengths, as explained above. As known from filter the-
ory [58], the shape of the transfer function of a discrete-time
transversal filter can be changed or reconfigured by chang-
ing the optical power of the diﬀerent taps according to an
apodization function. Therefore, a decrease in the secondary
sidelobes of the filter can be achieved. The optical signals cor-
responding to the side taps (in our case, N = 0 and N = 3)
will go through a two-input variable attenuation, which will
be varied according to the desired degree of MSLR of the RF
filter.
Figure 8 shows the measured main to sidelobe ratios of
implemented RF filters by introducing diﬀerent attenuation
values to the optical signal taps, together with the theoretical
curve. As an example, the intensity of the four taps of two
filters is shown in two diﬀerent insets, exhibiting diﬀerent
apodization profiles. The uniform intensity pattern leads us
to the theoretical (and measured) limitation of 11.3 dB (see
Figure 6) and sidelobe reduction has been demonstrated in
these filters up to 25 dB.
Another interesting option is to employ AWG devices
with high port count in order to implement source slicing
with a high number of samples [73, 74]. With this tech-
nique we have recently reported a twelve-sample transversal
filter using a two-stage 1 × 40 AWG configuration shown in
Figure 9. This structure has the advantage of allowing also
filter reconfiguration if switches or variable attenuators are
placed in between the demultiplexing and the multiplexing
stages.
In the structure above, the combinations of the SLED and
the erbium-doped fiber amplifier (EDFA) sources provide
an almost flat optical spectrum to be sliced by the couple
of AWGs. The proper channel-by-channel interconnection
AT (dB)























Figure 8: Calibration curve of sidelobe suppression versus atten-
uation tuning parameter. Insets: intensity of the taps in diﬀerent
filters.
between AWGs provides a certain degree of freedom to se-
lect the wavelength spacing between the slices. The employed
AWGs were designed for DWDM applications with 0.8 nm
spacing between adjacent channels and 0.4 nm of 3 dB op-
tical bandwidth. Figure 10 shows two examples of channels
interconnections to provide diﬀerent RF lobe tuning and RF
lobe 3 dB bandwidth. Proper optical attenuation of the in-
terconnections provide the feasibility of taps apodization to
reduce the sidelobe level. Special attention must be paid to
the lowpass filtering eﬀect arising from the combined use of
broadband slices (0.4 nm) and large amount of dispersion,
and on the other hand also the eﬀect of the dispersion slope
(S) and the large wavelength range covered must be consid-
ered. This phenomenonmanifests as an amplitude reduction
and an RF lobe bandwidth increasing for higher RF frequen-
cies as it can be observed from results in Figure 10, and it was
extensively discussed in [74].
Another recently reported slicing technique employs a
fiber Bragg grating and an acoustic wave, which generates
the optical taps when it is propagated along a uniform FBG

































Figure 9: Spectral slicing technique employing AWGs. Inset: sliced spectrum employing twelve channels of the AWGs.
[75]. The acoustic wave creates a periodic strain perturbation
that modulates periodically the period and the refractive in-
dex of the FBG. In this system, the spontaneous emission of
an EDFA around 1540 nm is used as a broadband source, the
FBG is written at the neck of a symmetric tapered fiber in or-
der to increase the eﬃciency of the acoustic interaction and
the longitudinal acoustic wave is generated by a piezoelectric
transducer driven by an RF signal and launched into the fiber
using a silica horn. It produces spectrally equispaced bands
of reflection on both sides of the original Bragg grating as we
can observe in Figure 11.
By using an SMF-28 fiber length of 46 km as a dis-
persive element, two transversal filters were implemented
with the acoustic frequencies of 0.755MHz and 1.444MHz.
The wavelength spacing of the optical taps were 0.11 nm
and 0.22 nm, respectively, and the RF filter characteristics
are shown in Figure 12. The former one showed an FSR of
6.25GHz and a 3 dB bandwidth of 1.44GHz, whereas the
second one had an FSR of 11.5GHz and a 3 dB bandwidth of
2.76GHz. The reconfigurability of the filter can be obtained
by applying diﬀerent voltages to the piezoelectric transducer
since diﬀerent degrees of apodization of the optical taps in-
tensities are achieved by controlling the acoustic power. A
main to sidelobe ratio up to 20 dB has been demonstrated.
However, in RF applications when an optical signal is
used to carry several RF signals providing diﬀerent services,
and photonic filters are used to select one of these services,
as happens in next-generation optical access networks, there
is a need for obtaining a single and very selective tunable ra-
diofrequency band in sliced broadband optical source [76].
The presence of a periodic transversal filter response where
diﬀerent RF bands are selected by the filter implies a limita-
tion in the number of services carried by the same optical car-
rier. Thus, a new approach to obtain single bandpass RF fil-
ters is extremely interesting for their implementation in opti-
cal access networks. It is based on a broadband optical source
and a fiber Mach-Zehnder interferometer (MZI), as shown
in Figure 13. When the source optical output is transmitted
by the interferometer and launched into a fiber delay line,
a tunable bandpass filter is achieved showing a single band-
pass frequency response, large tunability without changing
the bandwidth of the filter, and high attainable Q values.
The experimental arrangement is given by the Figure 13.
The spontaneous emission of an EDFA is used as broadband
optical source, with a 3 dB bandwidth of 5.4 nm and the MZI
leads to obtain diﬀerent periodicities ∆ω. In this system, a
46 km fiber length is used as dispersive element, and the RF
filter response shows a bandpass characteristic centered at the
frequency Ω0, that can be tuned varying the periodicity ∆ω
of the interferometer Mach-Zehnder. As shown in Figure 14,
periodical wavelength spacing in the interferometer ouput
of 0.237 and 0.173 nm leads to bandpass filters at 5.83 and
7.88GHz. A tuning range of several tens of GHz was achieved
with an MSLR lower than 20 dB and the Q maximum value
achieved was around 40.
The Q factor is plotted in Figure 15 for several RF fil-
ters implemented with diﬀerent wavelength periodicity ∆λ
of the signal at the electro-optic modulator (EOM) input,
for two diﬀerent dispersion values according to 23 km()
and 46 km(•) length of fiber. The dashed curve plots the Q
factor that can be achieved by a Gaussian optical source of
5.4 nm 3 dB bandwidth. As shown, Q value is improved by
increasing the optical source bandwidth although the influ-
ence of the dispersion slope drives to a degradation of the
radiofrequency response. Therefore, potential high Q values
can be achieved by choosing the appropriated broadband
source and reducing the dispersion slope that can be achieved
by using two diﬀerent fibers to compensate the dispersion
slope. The dotted line shows the Q factor when the disper-
sion slope is compensated.
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Figure 10: (a) Normalized RF amplitude for the sliced spectrum:
slices from 1543.7–1561.3 nm up to a total number of twelve bands
(samples), 1.6 nm apart. The RF response presents a band spacing of
1.56GHz. Inset: precise measurement of the 1◦ passband. (b) Nor-
malized RF response for 24 slices (1542.9–1561.3 nm), with 0.8 nm
wavelength spacing. FSR = 3.1GHz, MSLR = 14 dB, 3 dB band-
width of 125MHz, Q factor = 24.8.
3.1.2. Negative coefficient transversal filter
One of the main limitations of incoherent transversal filters
is that only positive taps are possible since the intensity is
a positive magnitude. Some solutions have been reported to
overcome this limitation, from the optoelectronic approach
that uses diﬀerential detection [21] to various configurations
which use active elements to generate negative taps, that is,
amplitude inversion due to gain saturation in the homoge-
neously broadened gain medium of a semiconductor optical
amplifiers (SOA) [77], carrier depletion eﬀect in a DFB laser
diode [78], cross-intensity modulation of the longitudinal
modes of an injection-locked Fabry-Perot laser diode [79].
Recently, microwave filters based on wavelength conversion
employing cross-gain modulation of amplified spontaneous
emission spectrum (ASE) of an SOA have been demonstrated
[80]. Recently, a new low-cost approach based on passive el-
ements has been proposed to generate negative taps and it is
based on filtering a broadband source with the transmission
of uniform FBGs [81].
The implemented filter is formed by a tunable laser (TL)
and the signal transmitted by a uniform FBG, which is il-
luminated with the ASE of an EDFA. The broadband opti-
cal source has a 3 dB bandwidth of 5 nm around 1530 nm.
The uniform FBG is 1 cm long with Bragg wavelength of
1530.96 nm and maximum reflectivity of 8 dB. The output
light of the FBG and the TL are driven to a 90/10 optical cou-
pler. The combined signal can be monitorised by an opti-
cal spectrum analyser, OSA, by using the 10% arm. The 90%
arm signal is amplitude-modulated in the EOM whose RF-
signal of frequency f is generated by a lightwave component
analyser, LCA. A fiber length of 46 km will be the dispersive
element in the filter, and finally, the transfer function of the
filter is measured in the LCA (Figure 16).
Figure 17 gives the measured and theoretically predicted
free spectral range of 2-tap RF filter versus diﬀerent wave-
length spacing between the central Bragg wavelength of the
FBG and the TL output signal showing tunability in the 0.7–
5.6GHz.
In order to show the good performance of these filters
when various taps are added, 5-tap RF filter has been mea-
sured using two FBGs and three lasers whose wavelength sep-
aration is 1.16 nm (Figure 18).
Therefore, the system shows a broad tuning range and a
good performance of the transversal filter.
A diﬀerent and promising technique also used to obtain
RF filter with negative coeﬃcients and consists of using laser
arrays (like the first approach described in this section) has
been recently reported in [82]. It relies in the counter-phase
modulation on aMach-Zehnder external modulator (MZM)
device by means of employing the linear part of the trans-
fer function with positive and negative slopes. The concept
is illustrated in the upper part of Figure 19 with a simple RF
modulating source.
The upper left part of the figure depicts the typical out-
put versus input optical power sinusoidal transfer function
of an MZM as a function of the applied bias voltage VBIAS.
Two linear modulation regions with opposite slopes can be
observed centered at V−BIAS and V
+
BIAS, respectively. As shown
in the right part of the figure, the same RF modulation signal
applied to the modulator at each of the former bias points
will produce an optical-modulated output signal with the
same average power but where the modulating signals are
180◦ shifted or in counter-phase. In other words they can
be considered of diﬀerent signs. This principle can be em-
ployed to implement RF photonic filters with negative coef-
ficients if the output wavelengths from a multi-wavelength
source (either a laser array or a sliced broadband source) are
applied to anMZM biased at eitherV+BIAS orV
−
BIAS depending
on whether they are employed to implement positive or neg-
ative filter samples. The output from both modulators are
combined and sent to a dispersive element (i.e., an LCFBG
or a fiber coil) that implements the constant diﬀerential time
delay between the filter samples.
The feasibility of this approach has been experimentally
demonstrated with a six-sample uniform RF photonic filter
with three positive and three negative coeﬃcients using the
laser array implementation described in [82].











































































































Figure 12: (a), (c) Optical spectra and their experimental (solid lines) and (b), (d) theoretical (dashed line) transfer functions for the
frequencies (a), (b) 0.755MHz and (c), (d) 1.444MHz.






































Figure 13: Schematic of the implementation of the RF single bandpass filter based on a broadband source and an MZI.
Figure 19 shows the experimental layout. An array of six
tunable lasers emitting at λ1=1546.65 nm, λ2=1548.43 nm,
λ3 = 1550.11 nm, λ4 = 1551.86 nm, λ5 = 1553.47 nm, and
λ6 = 1555.24 nm was selectively fed to two MZMs biased
at V+BIAS = 0V and V−BIAS = −3.9V, respectively. Wave-
lengths λ1, λ3, and λ5 were fed to the MZM biased at V+BIAS
(positive samples) , whereas wavelengths λ2, λ4, and λ6 were
fed to the MZM biased at V−BIAS (negative samples). Both
EOMs were modulated by the same RF signal, a 5 dBm si-
nusoidal signal provided by an LCA. The frequency of the
RF modulating signal was varied from 130MHz to 5GHz in
order to measure the transfer function characteristic of the
filter.
Figure 20 shows the measured modulus of the transfer
function for a filter with six uniform coeﬃcients. Both the
experimental (solid line) and the theoretical (broken line) re-
sults are shown for reference and comparison. As expected,
the filter resonance at baseband (typical of positive coeﬃ-
cient filters) has been eliminated, thus confirming the fea-
sibility of the proposed scheme for the implementation of
negative coeﬃcients. Although in principle, as shown in
Figure 19, two modulators are required in the transmitter, in
practice this requirement can be reduced to only one modu-
lator if this device is provided with two input ports. A main
advantage of this configuration is that there is no need to du-
plicate the optical structure of the filter to implement posi-
tive and negative coeﬃcients since the taps already carry their
sign prior to being delayed. Another interesting feature is
that the sign is decoupled from any sample weighting pro-
cess.
As it was anticipated, in principle two MZM devices are
required for the previous approach, but only one MZM is
required to incorporate 2 inputs by replacing the input Y
branch to the integrated modulator by a 2 × 2 integrated
coupler. We have reported novel results [83] using a newly
developed 2 × 1 MZM device fabricated by AMS (Alenia
Marconi Systems) featuring the above desired characteristics.
We demonstrate a filter structure that requires only this de-
vice and we employ it to implement a 9-tap (positive and
negative) transversal RF photonic reconfigurable filter with
square-type resonances.
Figure 21 shows the layout and the intensity trans-
fer function of the newly developed device. The device is
an LiNbO3 dual drive MZM developed for this applica-
tion within the framework of the EU-funded IST-LABELS
project. As it can be observed, the input Y branch has been
replaced by a 3 dB 2 × 2 integrated coupler. Figure 21 also
shows the measured modulation curves for the two (input
1-output) (input 2-output) input/output configurations. As
expected, the curves for the two input/output configura-
tions show a clear 180◦ phase shift on the two RF-modulated
outputs with maximum dynamic range at the quadrature
point. Note as well that the 180◦ phase shift on the two RF-
modulated outputs is maintained regardless of the value of
the bias voltage although the output average output power
changes. For instance, the figure shows two cases (case (i)
and case (ii)) as particular examples. The 2 × 1 MZM pre-
viously described has been employed to demonstrate the op-
eration concept in an experiment designed to implement, for
the first time to our knowledge, a reconfigurable square-type
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Figure 14: Response of the RF filters implemented by 46 km of
fiber: (a) 0.237 nm and (b) 0.173 nm.
filter with negative coeﬃcients. The filter layout was similar
to that of Figure 19 [83] with the exception that the two stan-
dard MZMs have been replaced by the especially designed
2 × 1 MZM. In this case the dispersive element was imple-
mented by a 23 km fiber and the filter samples were pro-
duced by means of tunable lasers with wavelength separa-
tion of 0.96 nm between adjacent carriers which resulted in
a filter free spectral range of 2.63GHz. The implemented RF
filter was a square shape type with nine coeﬃcients (7 diﬀer-
ent from 0 + 2 null ones) and with four negative taps. The
values for the taps were [−0.16 0 0.27, −0.77 1 −0.77 0.27
0 −0.16]. Figure 22a shows the optical spectrum at the fiber
coil output prior to the detector. Figure 22b demonstrates the
measured transfer function (dotted trace), the theoretical ex-
pected trace for the square filter design (continuous trace),
and also the theoretical trace for a filter with uniform coef-
ficients (broken trace). The agreement between the theoret-
ical and the experimental results is excellent inside the filter
bandpass. Outside the filter bandpass the agreement is worse,
but this is due mainly to the noise arising from delay nonuni-
formities due to inaccuracies in the central wavelengths of
the lasers and also due to the feasible inaccuracy in the tap
amplitude.
∆λ−1 (nm−1)






Figure 15: Dependence of the Q factor of an RF filter on the wave-
length periodicity ∆λ of the signal at the EOM input, for two dif-
ferent dispersions L1() and L2(•). Solid line: theoretical fit of the
experimental data. Dashed-dotted line:Q factor obtained when op-
tical source (bandwidth of 5.4 nm) is Gaussian. Dotted line:Q factor
obtained when dispersion slope is compensated.
3.2. Transversal filters based on
tunable dispersive devices
Linearly chirped fiber Bragg gratings have been proposed
to obtain tunable dispersion slope gratings showing suitable
optical bandwidth for RF applications. By acting on them, it
is possible to vary the time delay of each optical wavelength
carrier. Temperature and strain gradients on the CFBG [3]
or the use of piezoelectric transducer [4] are some of the
most extended approaches. Recently, we demonstrated the
dynamic chirp of an original uniform fiber Bragg grating
based on a grating fixed to a magnetostrictive rod, which
could be disturbed with a tapered magnetic circuit [5]. These
magnetic systems show advantages such as good dynamic re-
sponse and easy implementation.
A new device is based on tuning the phase response of a
tapered fiber Bragg grating (TFBG) by using a magnetostric-
tive transducer and the magnetic field inside a simple coil.
Tunable transversal filters can be implemented by using this
device since the dispersion slope is tuned when applied cur-
rent to the coil is varied.
The tunable dispersion device consists of a chirped grat-
ing with tapered transversal section held on a magnetostric-
tive material, which is subjected to the nonuniformmagnetic
field produced by the current flow through a finite solenoid.
A 5 cm long FBG with uniform period is written in a
tapered fiber fabricated by fusion and elongation [6]. This
TFBG is fixed on a magnetostrictive rod and placed in-
side of a 4 cm long magnetic coil (see Figure 23). Thus,
the magnetostrictive material suﬀers a local lengthening,
which is proportional to the intensity of the applied mag-
netic field. The TFBG is located at the axial region where the
magnetic field variation is quasilinear [7]. Therefore, when
an electrical current of a given intensity is injected to the































Figure 16: Setup of the RF negative-taps filter. Inset: input signal launched into EOM relative to EDFA power level.
∆λ−1 (nm−1)










Figure 17: Free spectral range of the RF filters dependence on the
reciprocal of the wavelength spacing between taps: theoretical cal-
culation (solid line) and experimental results (dots).
solenoid, the magnetic field applied to the TFBG leads to dif-
ferent dispersion slopes depending on the intensity current.
When no current is applied, the TFBG has a linear disper-
sion due to the design of the taper profile [6]. It has a flat
reflectivity and a 3 dB bandwidth of 1.58 nm.
Inset of Figure 23 shows the dispersion slope when elec-
tric currents are 0 A, 3 A, and 5 A, with a 3 dB bandwidth
of 1.58 nm, 2.05 nm, and 2.51 nm, respectively. Time delay
slopes are achieved from 188–472 ps/nm, with a useful pass-
band larger than 1 nm.
The implementation of RF filters requires N optical



















Figure 18: Filter response versus RF signal frequency with 1.16 nm
equispaced wavelength separation. Theoretical calculation (dotted
line) and experimental results (solid line). Inset: spectral position
of the five taps.
by a multi-wavelength tunable laser. They are amplitude-
modulated by an EOM and launched into the tunable TFBG
as shown in Figure 23 [84]. The dispersion of the TFBG,
D, gives the diﬀerential delay between adjacent optical taps
∆τ = D · ∆λ. Because of the variation of the time delay
slope of the TFBG when we apply diﬀerent magnetic gradi-
ents, transversal notch filters with tunable free spectral range
(FSR) are measured.
Figure 24 shows the range of FSR values that can be ob-
tained by using our device (shaded region).Moreover, several
filters have been implemented by changing the number of
optical taps and the total optical bandwidth ∆λ0 of the filter


































































of the optical carriers
Same RF modulation
Figure 19: Experimental layout of the negative coeﬃcient approach employing two EOMs and counter-phase modulation details at diﬀerent
biasing points of the EOM response.
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Figure 20: Measured modulus of the transfer function for a filter
with six uniform coeﬃcients: experimental (solid line) and theoret-
ical (broken line).
for 0 A, 5 A, and −5 A. The inset shows an RF filter with
∆λ0 = 1.0 nm and two taps when I = −5 A (D = 188 ps/nm)
and I = 5 A (D = 472 ps/nm) showing an FSR of 5.4GHz
and 2.3GHz, respectively.
The tuning range of the previous approach can be en-
larged by using a new system composed of the cascade of
two switched tunable stages [85]. Each one includes a tapered
fiber grating subjected to the nonuniformmagnetic field cre-
ated inside an electrical coil.
Figure 25 shows a scheme of this tunable dispersion sys-
tem. A laser source is amplitude-modulated and launched
into the first TFBG through a circulator. The optical signal
reflected goes through a 50/50 coupler, and then, to an op-
tical switch. When it is in the bar state (BS) the optical sig-
nal is launched into the second TFBG, and therefore, the re-
sponse of the global system is given by the cascade of both
subsystems. After reflection in the second grating, the signal
is measured at one of the input ports of the coupler by us-
ing a lightwave components analyzer. Alternatively, when the
optical switch is in the cross state (CS), the signal is driven to
the LCA through the output port of the switch.
Measurements of the amplitude and time delay response
of the whole system were performed with the optical switch
in CS and BS. First state led to dispersion slopes from 230–
351 ps/nm, whereas a range between 420 and 715 ps/nm was
obtained in the second state.





































Figure 21: Layout and the intensity transfer function of the newly developed device. (a) Two electrical travelling wave electrodes for dual
drive operation. (b) Optical power versus bias voltage of 2× 1 EOM.
Wavelength (nm)























































Figure 22: (a) Optical spectrum at the detector, 9 taps (7 active and 2 null taps). (b)Measured transfer function (dotted trace), the theoretical
expected trace (continuous trace), and the theoretical trace for a filter with uniform coeﬃcients (broken trace).



























Figure 23: Tunable device for RF filtering implementation based on fiber Bragg gratings subjected to nonuniform magnetic fields. Inset:
time delay response when diﬀerent electrical currents are applied: I = 0 (solid line), 3 (dashed line), and 5 A (dotted line).
(N − 1)/∆λ0






















Figure 24: FSR versus number of optical taps and optical band-
width of the filter for diﬀerent time delay slopes. Inset: transfer
function of a tuned RF filter (solid line: D = 188 ps/nm, dashed-
dotted line: D = 472 ps/nm).
To show the performance of this system, 3-tap RF fil-
ters were implemented for CS and BS when diﬀerent elec-
trical currents are injected to the solenoid (0, 2, and 4 A).
The multi-wavelength was set to emit light at three diﬀerent
optical wavelengths equispaced by 0.41 nm. Figure 26 shows
the FSR of the measured RF filters for diﬀerent electrical
currents. CS led to achieve FSRs between 7 and 10.6GHz
and BS led to a tuning range from 3.5–5.8GHz. The inset
of Figure 26 shows the group time delay versus wavelength
when no electrical current is applied to the coils. Note the
increase of the dispersion when BS was set instead of CS.
Amongst the approaches based on the concept of disper-
sive adjusting and maintaining the wavelengths of the taps
fixed to obtain RF lobe tuning we can include the follow-
ing RF photonic filter, although in this case other important
techniques as spectral slicing employing uniform FBGs and
fiber delay lines have been combined to perform the filter
specifications [8]. More specifically, we report a tunable pho-
tonic filter for noise suppression and channel interference
mitigation in the front-end stage of a UMTS base station
prior to the highly selective SAW filter. As it has been re-
ported elsewhere [9], the inclusion of such a filter can in-
crease the capacity of UMTS systems. It is possible to switch
the designed filter along the twelve-channel UMTS.
The proposed configuration implements a classical FIR
transversal filter. We also employ the spectral slicing of a
high-power broadband optical source to obtain an “equiva-
lent” multi-wavelength source. The slicing is performed by
an array of fiber Bragg gratings which also introduces a
fixed time delay between the reflected slices of the signal. Fi-
nally, we employ a reconfigurable chain of dispersive mod-
ules (SMF-28 fiber) to vary the time delay between the slices
and thus introduce tuneability to the filter. Figure 27 shows
the filter structure. The first block is the optical source and
modulator, where an SLED is employed as the broadband op-
tical source (power of 10mW and with the 40 nm bandwidth
at 1555 nm). The RF modulation of the optical signal is per-
formed by means of an EOM directly over the entire SLED
spectrum. The second block consists of an array of N fiber
Bragg gratings written in series with certain uniform spac-
ing between the gratings. This block accomplishes a double
task: the slicing of the SLED spectrum and the introduction
of the time delay ∆T between the signals reflected from the
gratings. Finally, the spectral slices are fed to the third block: a
reconfigurable chain of dispersivemodules, where eachmod-
ule employs a standard nonshifted SMF-28 fiber (the use of a
highly dispersive, e.g., dispersion compensating fiber, is also
possible). The optical switches in the third block provide a
stepwise tuning of the accumulated dispersion in the block.
By varying the dispersion of the block, the time delay be-
tween the signals reflected from diﬀerent gratings is changed
and thus, tuneability of the filter RF response is achieved.
The UMTS channel filtering requires a high Q factor
(about 400), since the required 3 dB passband of the filter
should be less than 5MHz and the operating frequency of the
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Figure 25: Schematic of the optically switched time delay line. Insets: (a) dependence of the magnetic field on the z-axis along the grating,
and (b) reflectivity and time delay response of one of the chirped fiber gratings.
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Figure 26: Free spectral range of the RF filters versus the cur-
rent intensity for cross () and bar (•) states of the switch. Inset:
group delay time for cross state (351 ps/nm; solid line) and bar
state (712 ps/nm; dotted line) when no current is applied to the
solenoids.
filter lies within 1920–1980MHz. Furthermore, the UMTS
channel filtering also requires the tuneability of the RF pass-
band within the 12 channels allocated along the 60MHz
band (between 1920 and 1980MHz). In order to achieve
such a high Q factor, the present transversal filter operates
at a higher order “resonance” of its periodic response. In
this case, the FSR of the filter is an integer fraction of the
UMTS operating frequency. The present filter has been de-
signed to employ the resonance number 18. To keep the filter
tuned to the upper UMTS channel at 1977MHz when the
dispersive module is “switched oﬀ,” the FSR of the filter has
been set to 109MHz, and the corresponding spacing between
the adjacent gratings has been set to 930mm. The other de-
sign parameters are the total number of gratings N and the
gratings reflectivity as a function of wavelength or grating
number. The goal of the filter design was to achieve a 3 dB
bandwidth within 5-6MHz, a 1 dB bandwidth larger than
3MHz, and the sidelobe rejection level larger than 40 dB. In
order to meet the above rejection level, a normalized Gaus-
sian apodization of the taps weights has been employed. The
total number of required gratings has been determined from
the indicated above target bandwidth being finally fixed to
N = 30. The last filter parameter to be determined was the
FBG wavelength spacing that was set to 1 nm which ensured
that the SLED optical spectrum (40 nm) was used eﬃciently.
The 1 nm spacing has also established the length of the SMF-
28 fiber required for proper switching of the operating fre-
quency between the UMTS channels. We determined that
5MHz steps towards lower RF frequencies require an in-
crease of 23 picoseconds in the time delay ∆T which corre-
sponds to about 1.35 km of SMF-28 fiber with the dispersion
of 17 ps/(nm km) at 1550 nm.
The fabricated gratings have been made 1 cm long,
Hamming-apodized, and had the 3 dB bandwidth of about
44 pm. Each grating has been fabricated separately and then
the gratings have been spliced to each other with the 930mm
center-to-center spacing. Figure 28 shows the view over the
17–19th and over the 18th resonance of the filter response.
Each of the eight traces in either figure corresponds to a dif-
ferent amount of dispersion provided by the reconfigurable
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Figure 27: UMTS photonic filter setup.
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Figure 28: (a) UMTS filter response over the 17–19th resonance
and (b) detail over the 18th resonance. Each of the eight traces in
either figure corresponds to a diﬀerent amount of dispersion pro-
vided by the reconfigurable dispersive module in diﬀerent steps
from 0 km (higher-frequency trace) up to 10.7 km (lower-frequency
trace).
dispersive module. The introduced optical insertion loss of
7 dB due to the 10.7 km long fiber and connectors (2 dB from
the fiber and 5 dB from the connectors) has been compen-
sated in the experiment by an adjustable EDFA prior to the
detector. One can see that the operation frequency of the
filter varies almost linearly versus the standard fiber length
with the slope of 3.577MHz/km (i.e., 1.39 km less or extra
fiber is required for the shift of 5MHz). The rejection levels
have been obtained for each tuning position by measuring
the range from the main lobe to the highest sidelobe level in-
side the rejected band, giving the 12, 13.4, 13.4, 12.8, 13, 11.4,
10.9, and 10.9 dB, respectively. The smallMSLR ismainly due
to the spacing errors between the gratings, which we can also
conclude from the fact that it is frequency dependent (e.g.,
the measurements give MSLR > 24 dB at 500MHz).
4. SUMMARY AND CONCLUSIONS
In this paper, we have presented the last advances in the
implementation of photonic tunable transversal filters for
RF signal processing. Following a distinction between filters
based on wavelength tunable optical taps and others based
on the tunability of the dispersive elements that provide the
time delay between samples, last approaches have been dis-
cussed.
On one hand, interesting results related to the large
degree of flexibility shown by the tunable laser array and
chirped grating-based structure have been shown together
with other cheaper alternatives based on the slicing of broad-
band optical sources either by using tunable fiber Bragg grat-
ings or by using arrayed waveguide gratings. Other alter-
natives include the implementation of flexible and low-cost
tunable transversal filters based on the generation of multi-
ple taps by using an acousto-optic modulation on the fiber
Bragg grating.
We also introduced structures that provide high-
performance filters such as the bandpass filter implemented
by using a Mach-Zehnder interferometer and a broadband
optical source and discussed the implementation of filters
with negative coeﬃcients. These filters have been recently
demonstrated by using two diﬀerent approaches, which are
also described in this paper: either by setting diﬀerent bias
voltage in an electro-optic modulator or by using fiber Bragg
gratings in transmission; larger flexibility in the filter re-
sponse given by the implementation of negative coeﬃcients
is demonstrated.
On the other hand, last proposals on tunable dispersive
devices based on the tunability of the chirped fiber Bragg
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gratings characteristics have also been addressed in a single
stage or in a cascade by means of using an optical switch to
increase the tunability range of these structures. Finally, a 30-
tap transversal filter implemented by using a broadband op-
tical source sliced by 30 uniform fiber gratings is designed for
selecting channels in a UMTS application. In this structure,
the physical spacing between the gratings provide the initial
response and the filter tunability is achieved by means of a
series of diﬀerent switched fiber delay lines.
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